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3H2S Report _ Badly cracked

skirt concrete

fireproofingpossible
skirt corrosion

742 Cracking 3 H2SSWC 2012 V_201 Maintenance to remove all skirt 9262013 Materne Mark R New

fireproofing then notifyCivil

Engineer for further inspection

of skirt Amount of UT to be

determined

Seismic

3H2S Report _ Cracked skirt

concrete fireproofing _ possible

skirt corrosion

743 Cracking 3 H2SSWC 2012 C_ 220 Maintenance to remove small 9262013 Materne Mark R New

portions of fireproofing as

directed by Civil Engineer for

further inspection of skirt Skirt

may need UT

Seismic

SWC Report _ Anchor Bolt

corrosion Pic 1
744 Cracking 3 H2SSWC 2012 C_ 240 Maintenance to remove debris 9262013 Materne Mark R New

from around all bolts so

engineer can measure diameter

of bolts and evaluate

Seismic

SWC Report _ Anchor bolt

corrosion Pic 2
745 Cracking 3 H2SSWC 2012 C_ 241 Maintenance to remove debris 9262013 Materne Mark R New

from around all bolts so

engineer can measure diameter

of bolts and evaluate

Seismic

SWC Report _ Corroded anchor

bolt nut Pic 3
746 Cracking 3 H2SSWC 2012 V_244 Maintenance to remove debris 9262013 Materne Mark R New

from around nut so engineer

can measure nut and evaluate

Seismic


